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• 1/2" FE/ZNC connection
• Centre distance: 70 mm
• Stainless steel sheath
• Element diameter “16/34"
• 230V elements

FINNED ELECTRIC HEATERS FOR AIR
70 mm “U” INT. - FORCED VENTILATION

STAINLESS STEEL
Lb./mm W Ø Connection Code

300 1200 16/34 1/2" 112.X.000500

500 2500 16/34 1/2" 112.X.000510

750 3500 16/34 1/2" 112.X.000520

1000 5000 16/34 1/2" 112.X.000530

1200 6000 16/34 1/2" 112.X.000540
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connection
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• 3/8" FE/ZNC connection
• Centre distance: 50 mm
• Stainless steel sheath
• Element diameter 10/22"
• 230V element

• 160 mm centre distance with a 3/8" FE/ZNC connection
• Stainless steel sheath
• Element diameter 10/22"
• 230V elements

50 mm “U” INT. - FORCED VENTILATION 160mm “M” INT. - FORCED VENTILATION

STAINLESS STEEL
Lb./mm W Ø Connection Code

300 800 10/22 3/8" 112.X.000450

500 1700 10/22 3/8" 112.X.000460

750 2600 10/22 3/8" 112.X.000470

1000 3500 10/22 3/8" 112.X.000480

1200 4000 10/22 3/8" 112.X.000490

STAINLESS STEEL
Lb./mm W Ø Connection Code

150 800 10/22 3/8" 112.X.000600

250 1700 10/22 3/8" 112.X.000610

380 2600 10/22 3/8" 112.X.000620

500 3500 10/22 3/8" 112.X.000630

600 4000 10/22 3/8" 112.X.000640
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