
Mod. Circuit
breaker

Start up temperature
+ 10 °C - 10 °C - 20 °C

11 TTM 10 A 100 m* 95 m 85 m

11 TTM 16 A 120 m 105 m 98 m

17 TTM 10 A 85 m 70 m 60 m

17 TTM 16 A 100 m 90 m 85 m

20 TTM 10 A 60 m 53 m 50 m

20 TTM 16 A 66 m 56 m 53 m

ThermTrace® Micro is a construction grade self-regulating 
heating tape that may be used for freeze protection, or low 
temperature maintenance of pipework and vessels. 
• Self-regulating    • 3 power output ranges    • Cut-to-length

0.56 mm² Buswires

Self-regulating heating element

Insulation

Earth Braiding tinned copper Overjacket
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Temperature / Loading diagram TTM

* 60 m maximum heating circuit for use inside drinking water pipelines (11TTM-2-BOT)

MAXIMUM RECOMMENDED LENGTH OF HEATING CIRCUIT AT 
230VAC USING TYPE-C CIRCUIT BREAKERS:

Maximum exposure temperature (unpowered) 65 °C

Maximum operating temperature 65 °C

Nominal voltage 230 V

Minimum installation temperature -45 °C

Buswires nickel coated copper

Minimum bending radius 30 mm

TECHNICAL DATA

Mod.

Power output on 
insulated metal 

pipes at 5°C 
(W/m)

Maximum
permissible
temperature

°C

Nominal
dimension

mm.

11 TTM-2 11 65 4,5 x 3,0

17 TTM-2 17 65 4,5 x 3,0

11 TTM-2-BO 11 65 7,9 x 5,6

17 TTM-2-BO 17 65 7,9 x 5,6

20 TTM-2-BO 20 65 7,9 x 5,6

11 TTM-2-BOT 11 65 7,9 x 5,6

17 TTM-2-BOT 17 65 7,9 x 5,6
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